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Lakeland Critical Environment Apparel

AAMI LEVEL 2
NON-SURGICAL
CE CERTIFIED
ISOLATION GOWN
For use when exposure to fluids is expected to be low to moderate

Lakeland’s AAMI Level 2 Non-surgical CE Certified Isolation 
Gown is constructed from SMMS fabric. Designed with the 
end-user’s comfort in mind, this non-surgical gown is both 
lightweight and breathable. Lakeland’s Isolation Gown offers 
basic protection when exposure to fluids is expected to be 
low to moderate.

Key features and benefits:
• SMMS
• Lightweight, breathable, and comfortable fit
• Wrap around design with neck and waist ties 

for full coverage
• Elastic cuff at wrist
• Taped seams
• Latex and silicone free
• Non-sterile

Style Numbers: C8192TIG (Universal fit), C8192TIG-XL

Sizes: Universal Fit (S-L) and XL

Color: Blue

Case Pack: 100/Case (5 bags with 20 per case)

https://www.lakeland.com/us


Liquid Barrier Performance and Classification of Protective Apparel and Drapes Intended for use in 
Health Care Facilities - ANSI/AAMI PB70:2012

Test Method Requirement Lakeland AAMI Level 2 
Isolation Gown Test Results

Anticipated 
Risk of 

Exposure

LEVEL 1

Requirements at 4% AQL AATCC 42:2017 “Impact Penetration”  < 4.5 g Average Fabric - 0.0 g Low

LEVEL 2

Requirements at 4% AQL
AATCC 42:2017 “Impact Penetration” < 1.0 g Average Fabric - 0.0 g

Moderate
AATCC 127:2018 “Hydrostatic Pressure” > 20 cm Average Fabric - 59.09 cm

Physical Properties

Physical Property Test Method CE Minimum 
Requirements

Lakeland 
Isolation Gown 

Test Results

CE Class 
According to 

EN 14325

Abrasion Resistance EN530 >10 >100 <500 Class 2

Tear Resistance ISO9073-4 MD/XD >10 MD 65N / XD41N Class 3

Tensile Strength ISO13934-1 MD/XD >30 MD 92N / XD 59N Class 1

Puncture Resistance EN863 >5N 8N Class 1

Liquid Test - Penetration (%) 
Sulphuric Acid 30% and Sodium Hydroxide10% ISO6530 <10% 0% Class 3

Liquid Test - Repellency (%) 
Sulphuric Acid 30% and Sodium Hydroxide10% ISO6530 >80% >95% Class 3

This gown should not be used in a surgical setting. For use when exposure to fluids is expected to be low to moderate. This gown should not be used in 
a clinical setting where Level 3 or 4 protection is warranted, or in any setting involving invasive procedures or where there is a high risk of contamination. 
This product has not been FDA cleared or approved. This product has been authorized by the FDA under the EUA for use as PPE in healthcare settings 
by healthcare personnel.  This AAMI Level 2 Non-surgical isolation gown may help protect healthcare professionals and/or patients from the transfer 
of SARS-COV-2 virus in low or minimal risk level situation to prevent the spread of COVID-19. This product is only authorized for the duration of the 
declaration. This product should not be used in the presence of a high intensity heat source or flammable gas.
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C8192TIG

AAMI Level 2 
CE Certified 
Isolation Gown 
Configurations

AAMI Level 2 
CE Certified  

Isolation Gown
C8192TIG

• Wrap around 
design

• Neck and Waist ties
• Elastic wrists
Sizes: Universal fit 

(S-L) and XL
Case Pack: 100
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